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A.
DATE:
ADDRESS:
ITEM:
JURISDICTION:
STAFF:

October 28, 2019
1025 Dolman Street
Preliminary Review: Construction of a two-story single-family house
Lafayette Square Local Historic District — Ward 7
Jan Cameron, Cultural Resources Office

1025 DOLMAN STREET

OWNER/APPLICANT
Dolman Street Townhomes LLC
Jason Ermold
ARCHITECT:
Jeff Day
RECOMMENDATION:
That the Preservation Board grant
preliminary approval to the proposed
new construction with the condition
that fenestration of the side elevations
be revised; and that final plans, details
and exterior materials are reviewed
and approved by the Cultural
Resources Office.
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THE PROPOSAL:
All Preliminary Review Applications for new construction in local historic districts are referred to
the Preservation Board. The applicant proposes to construct a two-story single-family house on a
vacant lot in the Lafayette Square Local Historic District.
RELEVANT LEGISLATION:
Excerpt from Lafayette Square Historic District Ordinance #69112:
ARTICLE 3: NEW CONSTRUCTION AND ADDITIONS TO HISTORIC BUILDINGS
303 NEW RESIDENTIAL CONSTRUCTION BASED ON AN HISTORIC MODEL EXAMPLE
303.1 Historic Model Example
In order to be consistent with the historic character of the district, each new residential building
shall be based on an Historic Model Example (HME). This is understood to be one specific historic
building and the design for a new building cannot draw upon elements from several buildings. The
HME selected should be located in close proximity to the site of the new construction and
represent a common property type. The property owner shall obtain concurrence from the Cultural
Resources Office that the HME is appropriate for the site.
The applicant is proposing to use a HME that is located at 2123 Albion Street.
303.2 Site Planning
A] Alignment and Setback
1) New construction and additions shall have primary façades parallel to such façades of
adjacent buildings and have the same setback from the street curb.
2) In the event that new construction or addition is to be located between two existing
buildings with different alignments to the street or with different setbacks, or in the event
that there are no adjacent buildings, then the building alignment and setback that is more
prevalent within the block front, or an adjacent block front, shall be used.
3) New residential buildings in an area with no existing historic buildings shall have a common
alignment based on the historic pattern of that block-front or adjacent block-front.
4) The existing grades of a site may not be altered beyond minor grading to affect water
runoff.
5) The setback requirements are not intended to disallow construction of alley or carriage
house type new construction.
6) Ancillary buildings shall be placed to be the least visible from public streets.
7) There shall be a sidewalk along all public streets. The sidewalk shall align with adjacent
sidewalks in terms of distance from the curb. New and refurbished public sidewalks must
be a minimum of 4 feet wide where possible and have a cross slope that provides an
accessible route.
8) No new curb cuts for vehicles shall be allowed. Abandoned curb cuts will not be reutilized.
Curb cuts for pedestrians at street intersections, mid-block crossings, passenger drop-off
and loading zones, and similar locations shall be allowed.
A site plan will conform to the alignment of adjacent buildings on Dolman.
303.3 Massing and Scale
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A] The massing of new construction shall be based on that of the HME selected to be
comparable to that of the adjacent buildings or to the common overall building mass within
the block front. This massing is typically relatively tall, narrow, and deep.
Complies.
B] The HME and new building shall have a foundation raised above grade as a means to
maintain compatibility in overall height with adjacent historic buildings.
Complies.
C] The HME and new building shall appear to be the same number of stories as other buildings
within the block front. Interior floor levels of new construction shall appear to be at levels
similar to those of adjacent buildings.
Complies.
D] The height of the HME and new construction shall be within two feet above or below that
the average height within the block. Building height shall be measured at the center of a
building from the ground to the parapet or cornice on a flat roof building, to the façade
cornice on a Mansard roofed building, or to the roof eave on a building with a sloping roof.
Complies.
E] The floor-to-ceiling height of the first floor of HME and new construction shall be a minimum
ten feet, and the second floor floor-to-ceiling height shall be a minimum of nine feet.
Complies.
303.4 Proportions and Solid to Void Ratio
A] The proportions of the HME and new construction shall be comparable to those of the HME
and adjacent buildings. The proportional heights and widths of windows and doors must
match those of the HME, which should be 1:2 or 1:3, the height being at least twice the
width, on the primary façades.
Complies. Windows, entry and building height are comparable to those of the
submitted HME.
B] The total area of windows and doors in the primary facade of new construction shall be
within 10 percent of that of the HME.
Complies.
C] The proportions of smaller elements, including cornices and their constituent components,
of the HME will be replicated in the new construction.
Complies.
303.5 Exterior Materials and Color
A] Exposed foundations must be scored or cast to simulate load-bearing masonry mortar
joints, or be faced with stone laid in a load-bearing pattern.
Complies.
B] As in the HME, there shall be a differentiation in all façades near the level of the first floor
that defines the foundation as a base. The wall materials and /or the detailing at the base
shall be distinct from that of the rest of that façade.
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Complies.
C] The exterior wall materials of HMEs are a combination of stone and brick or all brick.
Typically the primary façade material is different from the single material used for the side
and rear walls.
Complies.
D] The materials of the primary façade of new construction shall replicate the stone or brick of
the HME.
1) A stone façade shall use the stone of the HME. It shall have smoothly dressed stone cut
into blocks with the same proportion as that of the HME, be laid with the same pattern,
and have the same dimension of mortar joints. The stone façade shall have the same
depth of return on the secondary façades as the HME.
Not applicable.
2) The use of scored stucco and cementitious materials to replicate the stone of the façade
of the HME is permitted. As for stone façades, the return at the secondary façades shall
replicate that of the HME.
(a) Brick shall replicate that of the HME as a pressed face brick with a smooth finish and
a dark red color with only minor variations in color. Brick shall have these
dimensions, 2 2/3” x 8” x 4”, or be based on an HME. No brick façade will display reused brick of varying colors and shades.
(b) Brick will be laid as in the HME, generally in a running bond, and its mortar joints will
replicate, by type of façade, that of the HME in color, or be dark red or gray.
(c) Ornamental brick, stone or replica stone lintels, cornices, sills and decorative bands
or panels shall be based on the HME. Window sills on brick primary façades shall be
stone or pre-cast replica stone, based on the HME.
Partly complies. Brick will be used on side and rear walls. Windows on side
elevations, however, are shown with flat soldier arches and rowlock sills, which
do not follow the HME which has segmental arches and limestone sills.
E] The HME shall determine the choice of the material used on the secondary and rear façades
of a new residential building. Typically, common brick side and rear walls were combined
with a face brick or stone street façade. Materials permitted for use on secondary and rear
façades, therefore, shall be brick of suitable color, texture, and bond, and be pointed with
mortar appropriate in color, texture and joint profile.
All exterior walls will be brick.
F] Siding of vinyl, aluminum, fiber cement, or wood of any type, style, or color is prohibited on
any façade because of the requirement for an HME for new residential construction.
None of these materials are proposed.
G] The materials identified above may be combined with modern construction techniques in
the following ways:
1) The appearance of stone on a raised foundation may be created using stone veneer,
parging with joint lines to replicate a load-bearing masonry pattern, or poured concrete
that has the pattern of load-bearing masonry.
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2) Brick, stone, and stucco scored to appear as stone may be installed as a veneer on
exterior walls.
The proposed house will be wood-framed with brick installed as a veneer.
303.6 Windows
A] Windows in the HME and their sash will be the model for windows in new residential
construction. The size and location of window openings in the HME will be replicated on the
primary façade.
B] The profiles of the window framing elements – i.e. frames, sills, heads, jambs, and brick
molds – will match the dimensions and positions of those in the HME.
C] Window Sash
1) Window sash shall match that of the HME in terms of operation, configuration (number
of lights), and dimensions of all elements. The method of a window’s operation may be
modified on the interior in a way that does not change the exterior appearance and
provides for accessibility.
D] Materials
1) Wood windows manufactured to match the characteristics of the HME are preferred on
the primary façade. Any window sash that must be replaced in non-historic residential
buildings constructed under these standards, or previous ones, shall meet these
standards.
2) Factory-painted, metal clad wood and composite or fiberglass windows are acceptable
for the primary façade if they meet the above requirements and are acceptable for
secondary and rear façades.
3) Vinyl sash is prohibited.
4) All glazing will be non-reflective glass.
5) Windows may have double-glazed, low-solar-gain, Low-E glazing sash; tinted Low-E
glazing is not permitted.
Complies.
F] Windows in secondary and rear façades that do not face the street should have the
proportions and size based on the HME. The operation of the window sash and material is
not regulated, other than not being vinyl.
Partly complies.
G] Bathroom windows in private secondary and rear façades may have frosted glass. Historical
examples include glue chip and machine textured glass.
H] Storm Windows and screens, as on historic buildings, are allowed on the interior of primary
public façade windows and on the exterior and interior of other façade windows. Other
stipulations in Sections 203.1(D) and 203.2(D) apply here as well.
The windows will comply with material standards.
303.7 Doors
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A] Doors on the primary and secondary street façades must be based on the HME and meet
these requirements:
1) Be a minimum of 7 feet in height.
2) If the front entry door of the HME is set back from the façade, new construction must
replicate this condition and replicate any panel reveals of the HME.
3) All entry doors on street façades must have a transom, transom bar and transom sash,
based on the HME.
4) Slight modifications to the entrance design of the HME may be acceptable to provide
32-inch-wide openings, flush thresholds, and the use of swing clear hinges.
Complies.
B] Clear and non-reflective glazing shall be used in street façade doors and transom sash.
Complies.
C] Accessibility to residential buildings is encouraged and can be obtained through the
selection of an HME, entrance design, the placement of actual floor levels, and other design
choices.
Not applicable.
303.8 Cornices
A] The design of a primary façade cornice and all its elements shall be based on the HME. In
the event that the measurements of the HME are not readily attainable, the following will
be used:
1) Crown molding if used must be a minimum of 5-¼” in height.
2) Dentil molding, if used must be a minimum of four inches (4”) in height.
3) Decorative panels or other moldings may be used between brackets or corbels only to
replicate the selected HME.
B] The space between brackets or corbels, and their height and proportions, shall replicate
that of the HME.
The proposal is to replicate the cornice of the HME.
303.9 Roofs
A] The form of the roof must replicate the HME.
Complies; the flat roof follows that of the HME.
B] Visible roof planes shall be uninterrupted with openings such as individual skylights, vents,
pipes, mechanical units, solar panels, etc.
Complies.
C] Roofing Materials
1) Visible roofing material shall be limited to the following:
(a) Slate,
(b) Synthetic state where slate is used on the HME,
(c) Asphalt or fiberglass shingles, standard three tab design of 23 pounds per square
minimum construction,
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(d) Standing seam, copper or refinished sheet metal roofing only as gutters and ridges;
all metal roofs are not allowed,
(e) Plate or structural glass on an appendage.
2) Visible roofing material not permitted includes the following:
(a) Wood shingles, or composition shingles resembling wood shingles or shakes
(b) Roll roofing or roofing felts
(c) Metal roofing
(d) Vinyl or other polymeric roofing
Undetermined at present.
D] Gutters and Downspouts
1) Gutters on the primary public façade must be incorporated into a cornice design based
on an HME to the extent that the gutter is not visible as a separate element. No gutters
can be placed across the primary public façade as individual elements. Gutters and
downspouts shall be of one of the following materials:
(a) Copper; painted or allowed to oxidize.
(b) Galvanized metal, painted.
(c) Aluminum; finished as a non-reflective factory-finish
Undetermined at present.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office consideration of the criteria for new residential construction in the
Lafayette Square Historic District Standards led to these preliminary findings:


The proposed site for construction, 1025 Dolman Street, is located in the Lafayette Square
Local Historic District.



The applicant has proposed a Historic Model Example for the new house which has been
approved by the Cultural Resources Office.



The proposed design complies with the majority of requirements for new residential
construction, with the exception of the fenestration of the side elevations.

Based on the Preliminary findings, the Cultural Resources Office recommends that the Preservation
Board grant preliminary approval to the design as currently presented with the condition that the
fenestration of the side elevations be revised; and that final plans and details and exterior materials
are reviewed and approved by the Cultural Resources Office staff.
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STREETSCAPE ELEVATION

HME AT 2321 ALBION PLACE

SOUTH ELEVATION

NORTH ELEVATION FACING W. 18TH STREET

SITE PLAN
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REAR ELEVATION

GARAGE ELEVATIONS
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B.
DATE:
ADDRESS:
ITEM:
JURISDICTION:
STAFF:

October 28, 2019
2201-45 Hickory Street
Preliminary Review: Construction of 14 single-family houses
Lafayette Square Local Historic District — Ward 6
Jan Cameron, Cultural Resources Office

2201-45 HICKORY

OWNER/APPLICANT
LSNW Hickory, LLC
Jeff Winserling
ARCHITECT:
Barry R. Nelson & Associates
RECOMMENDATION:
That the Preservation Board grant
preliminary approval to the proposed
development with the condition that all
exposed secondary facades be brick; and
that final plans, details and exterior
materials are reviewed and approved by
the Cultural Resources Office staff.
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THE PROPOSAL:
All Preliminary Review Applications for new construction in local historic districts are referred to
the Preservation Board. The applicant proposes to construct 14 two-story single-family houses, on
individual parcels, on a large tract that, will be subdivided into fourteen (14) detached and semidetached, houses in the Lafayette Square Local Historic District. The property is located in the
Northwest Quadrant and in one of two sites that are identified as “Residential, Commercial &
Mixed-Use New Construction with Historic Context” in the Standards. Across Hickory from this site
there is no historic context: the Ellipse complex, constructed in the 1980s. These residential
buildings are vinyl-sided “courtyard” style. The only historic buildings that this development will
have a design relationship with are buildings on adjacent blocks of MacKay Place and Missouri
Avenue. The applicant’s proposal addresses these historic contexts appropriately.
RELEVANT LEGISLATION:
Excerpt from Lafayette Square Historic District Ordinance #69112:
305

RESIDENTIAL, COMMERCIAL & MIXED-USE NEW CONSTRUCTION WITH HISTORIC CONTEXT

305.1 Infill Residential or Mixed-Use New Construction on Infill Sites:
The context of the built environment surrounding the site of infill new construction will
determine how the proposed new building is compatible. Buildings on infill sites should
have compatible floor heights, overall height, fenestration patterns, and other particular
features of the Historic District.
All proposed building models comply.
305.2 An HME, from the period before 1898 is required for Infill, Mixed-Use construction.
Complies. The applicant has submitted five Historic Model Examples (HME).
305.3 New construction of combined commercial and residential property of more than six units
total is deemed commercial and shall use an historic commercial block existing in the City
that was built before 1898.
Not applicable. Proposed buildings are residential.
305.4 New non-residential construction should be ADA accessible.
Not applicable.
305.5 Site Planning for Non-Residential New Construction on Infill Sites
A] Alignment and Setback
1) New non-residential construction at in-fill locations shall have a primary façade
parallel to such façades of adjacent buildings and shall have the same set back from
the street curb.
2) In the event that the infill site is located between two existing buildings with
different alignments to the street or setbacks, the building alignment and setback
that is more prevalent within the block front, or an adjacent block front, shall be
used.
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3) New non-residential buildings on large development sites where there are no
existing historic buildings shall have a common alignment based on the historic
pattern of an adjacent block.
4) In all new non-residential and mixed-use construction, the primary façade shall
contain an entrance.
5) There shall be a sidewalk along all public streets. The sidewalk shall align with
adjacent sidewalks in terms of distance from the curb.
6) The sidewalks shall be exposed aggregate or brick. Smooth or brushed finish
concrete shall be prohibited.
Comment: New and refurbished public sidewalks must be a minimum of 4 feet wide
and have a cross slope that provides an accessible route.
Complies with all these requirements.
7) Ancillary buildings shall be placed to be the least visible from public streets.
Not applicable.
8) The existing grades of a site shall not be altered beyond minor grading to affect
water runoff.
Not relevant. The grades of the site have been previously altered.
9) New curb cuts are prohibited for non-residential construction on large infill sites.
Complies.
305.6 Massing and Scale for Non-Residential New Construction In-Fill
A] The massing of new non-residential and mixed -use construction on infill sites shall be
compatible with buildings in the vicinity and similar to buildings of the type in the
district, i.e., a two-story commercial block shall have a similar scale and massing, or
appear to have, as existing buildings of that type in the districts comparable historic
period block.
B] The floor-to-ceiling height of the first floor of non-residential new construction in infill
sites shall be a minimum ten feet, and the second story floor floor-to-ceiling height
shall be a minimum of nine feet.
C] No new non-residential or mixed-use buildings with adjacent buildings shall be taller
than three stories. Comment: “Adjacent” refers to “next to,” “neighboring,” or
“adjoining.”
Complies.
305.7 Proportions and Solid to Void Ratio in Non-Residential New Construction
A] The proportions of new construction on infill sites shall be comparable to those of
adjacent buildings
B] The total area of windows and doors in the primary public facade of new nonresidential construction on an infill site shall be within 15 percent of that of the
average of adjacent buildings.
Complies.
305.8 Exterior Materials and Color in Non-Residential New Construction
A] Visible public façade foundations on an infill site building must be
12

1) Stone or simulated stone;
2) Scored or cast concrete that simulates load- bearing masonry mortar joints; or
3) Shall be painted.
Complies. Foundations will be painted. There is a concern, however, regarding
the house at the west end of the property, where the grade change is
substantial and results in a very tall foundation at the northwest corner on a
street-facing façade.
B]

The primary public façades of new non-residential construction shall be brick.
1) Brick shall be a pressed face brick with a smooth finish and a dark red color with
only minor variations in color. No brick façade will display re-used brick of varying
colors and shades and the façade brick color and brick color and mortar color shall
be based on a HME.
2) Ornamental brick, stone or cast-stone lintels, cornices, sills and decorative bands
or panels shall be part of the building elements and refer to an HME.
Complies.

C]

The material of the secondary façade(s) shall be brick.
Partly complies. Street elevations will be brick or stucco following the HMEs.
Secondary elevations not exposed to street view in gangways will have a 10-foot
brick return with the remainder of the elevation in siding.

D]

Siding of vinyl, aluminum, fiber cement material, metal paneling or wood of any type,
style, or color is prohibited on any façade that will be visible from the street.
Mostly complies. There are portions of the rear elevations which will be sided or
have cement panels. Their street visibility has not been completely determined.
However, the applicant has agreed that the rear facades of first three houses in
from both Missouri and Mackay Place will be brick.

305.9 Windows in Non-Residential and Mixed-Use New Construction Infill
A] The fenestration pattern in non-residential new construction shall reflect common
patterns in the district, in terms of percentage of voids to solids and vertically-oriented
rectangular window openings. The operation of the window sash is not regulated.
B] Vinyl sash shall be prohibited. The size of commercial windows may make wood sash
unacceptable. Factory finished aluminum (anodized or painted) sash may be required
for strength of a large commercial window.
C] All glazing shall be non-reflective and non-tinted glass.
D] Windows of buildings on larger development sites may have a variation of glazes, with
the exception of tinted glass, low solar-gain, and low-E glazing sash on primary
facades.
E] Bathroom windows in secondary and rear façades may have frosted glass.
F] Storm windows and screens are allowed on the interior of primary public façade
windows and on the exterior and interior of all secondary façade windows.
Complies.
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305.10 Roofs of Non-Residential New Construction
A] Roofs of new non-residential construction shall be flat or pitched and shall not have
any unusual, attention-getting form. Visible roof planes shall be uninterrupted with
openings such as individual skylights or with solar panels.
B] Visible roofing materials shall be asphalt, slate, composite or fiberglass shingles.
C] Vents, pipes, and mechanical units shall not be visible.
D] Cornices shall include elements of a HME.
Complies.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office consideration of the criteria for new residential construction in the
Lafayette Square Historic District Standards led to these preliminary findings:


The proposed site for construction, 2201-45 Hickory Street, is located in the Lafayette
Square Local Historic District and in an area designated in the Standards as “Residential,
Commercial & Mixed-Use New Construction with Historic Context.”



The property is located in the Northwest Quadrant and in one of two sites that are
identified as “Residential, Commercial & Mixed-Use New Construction with Historic
Context” in the Standards.



Across Hickory Street from this development there is no historic context. The only historic
buildings that this development will have a design relationship with are buildings that front
on MacKay Place and Missouri Avenue.



The applicant has proposed five Historic Model Examples for the proposed project that has
been approved by the Cultural Resources Office.



The proposed design complies with the majority of requirements of the Standards, with the
exception of the material for secondary elevations that do not face a street.

Based on the Preliminary findings, the Cultural Resources Office recommends that the Preservation
Board grant preliminary approval to the design as currently presented with the condition that any
building constructed with no adjacent building to screen the secondary elevation, shall have that
elevation completely veneered in brick; and that final design details and exterior materials are
reviewed and approved by the Cultural Resources Office staff.
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PROPOSED HISTORIC MODEL EXAMPLES

1405-07 MISSOURI

1903 RUTGER

1825-27 RUTGER

1906 HICKORY

HARRIS ROW
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SITE PLAN

STREETSCAPE ELEVATION

REAR ELEVATION

MISSOURI ELEVATION

MACKAY PLACE ELEVATION

CAMPBELL MODEL

NORRIS MODEL
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CAMPBELL MODEL
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C.
DATE:
ADDRESS:
ITEM:

JURISDICTION:
STAFF:

October 28, 2019
3315 & 3327 Missouri Avenue
Preliminary Review: Construct a 2-story single-family house; complete alterations to
adjacent single-family; construct various site improvements including garage and
parking pad between the properties
Benton Park Local Historic District — Ward 9
Jan Cameron, Cultural Resources Office

3327 & 3315 MISSOURI AVENUE

OWNERS:
Mark Bult & Velma Gentszch
ARCHITECT:
U.I.C./Sarah Gibson
STAFF RECOMMENDATION:
That the Preservation Board grant preliminary
approval for 3315 Missouri, with the stipulation
that the design of the southern ell be
reconsidered, a stronger vertical break be
created at the termination of the mansard; and
that the deck at 3327 Missouri be reduced in
size. Final, exterior materials and colors should
be reviewed and approved by the Cultural
Resources Office.
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THE PROPOSAL
The Cultural Resources Office has jurisdiction regarding new construction, building rehabilitation
and site improvements within the Benton Park Local Historic District. The project has three
elements: construction of a new two-story house at 3315 Missouri; rehabilitation of the adjacent
property at 3327 Missouri; and a number of improvements proposed in the area between them,
including a large garage, alley-accessed driveway and separate open parking area.
A permit has been granted for the rehabilitation of 3327 Missouri. However there are two aspects
of the rehabilitation being considered by the Board: new window openings and a large deck on the
street-visible north facade.
Since the two properties were to be considered as a whole, the changes to new window openings
and deck at 3327 Missouri, as well as the proposed site improvements are being presented to the
Board.
The new single-family house at 3315 Missouri is being reviewed under the Preservation Board’s
Compatible New Construction Policy.
RELEVANT LEGISLATION:
EXCERPT FROM ORDINANCE #67175, THE BENTON PARK HISTORIC DISTRICT:
3327 MISSOURI (Rehabilitation)
206 APPENDAGES ON PUBLIC AND SEMI-PUBLIC FACADES
206.3 New Appendages to Semi‐Public and Private Facades
1. New porches, stoops and steps at Semi‐Public and Private Facades shall be based on a
Model Example.
No Model Example exists for the proposed deck.
2. Decks are prohibited at Semi‐Public Facades except when those occur at the rear of a
building.
The deck extends along 50% of the north elevation of 3327 Missouri.
3. Decks, whether constructed at a Semi‐Public Facade at the rear of a building or at a
Private Facade, must not:
1. Obscure any architectural detail of the building such as windows, doors, or
ornamental brick work; or
2. Be visually dominant because of mass, scale, or topology of the land.
Partly complies. The deck is only 18-inches high and has no handrail. It extends,
however, 10 feet out from the house and is 36-1/2 feet in length.
3315 MISSOURI (New Construction):
Excerpt from Ordinance #67175, the Benton Park Historic
101.14 Model Example
Comment: Throughout these Standards, a Model Example is often required as a basis for comparison and as
a source of ideas for reconstructed elements and for new construction.

1. A building or element(s) of a single building type or style constructed prior to 75 years ago:
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1. Existing or once existing within:
1. the Benton Park Historic District; or
2. the City of St. Louis, provided it is of a form and architectural style currently or once
found within the Benton Park Historic District; and
2. Offered to prove that:
1. A design proposed for constructing or reconstructing a building will result in a
building element compatible with the building for which it is to be constructed; or
2. A design proposed for constructing a new building will result in a building
compatible with its architectural environment; and
3. Of a comparable form, architectural style and use as:
1. The building to receive the constructed or reconstructed element; or
2. The building to be constructed.
…
3. The Model Example concept is not intended to preclude contemporary designs, but to assure
that they are compatible with their environment…. The Commission shall have the right to
determine whether an example is, in fact, a Model Example, as defined herein. The Commission
shall also have the right to request that additional evidence of the example be provided.
The applicant has provided several examples of small brick houses with high mansard
roofs as the Model Example for the new construction.
…
ARTICLE 3: NEW BUILDINGS
301 Public and Semi-Public Facades of New Construction
The Public and Semi-Public Facades of new construction shall be reviewed based on a
Model Example taking into consideration the following:
301.1 Site
Complies.
301.2 Mass
Mass is the visual displacement of space based on the building's height, width and depth.
The mass of a new building shall be comparable to the mass of the adjacent buildings or to
the common overall building mass within the block, and on the same side of the street.
Complies. There is considerable variation in height in buildings on the block.
301.3 Scale
Complies.
301.4 Proportion
Partly complies. The second-story “ell” on the south elevation is not characteristic of
any historic Model Example.
301.5 Ratio of Solid to Void
1. The ratio of solid to void is the percentage of opening to solid wall. Openings include
doors, windows and enclosed porches and vestibules.
2. The total area of windows and doors in the Public Facade of a new building shall be no
less than 25% and no more than 33% of the total area of the facade.
20

3. The height of a window in the Public Facade shall be between twice and three times the
width.
4. The ratio of solid to void may be based on a Model Example.
Does not comply. The fenestration pattern does not replicate that of the Model
Example; however, Fenestration has been selected by the applicant as one of the
two allowed Differentiations under the Compatible New Construction Policy (see
comments below).
301.6 Facade Material and Material Color
1. Finish materials shall be one of the following:
1. For walls:
1. Kiln-fired brick (2-1/3" by 8" by 3-5/8")
Comment: Brick within the Benton Park Historic District is typically laid in a running bond
with natural grey, white or red mortar. Typical joints include concave, struck and vgroove. Most brick within the Benton Park Historic District is red or orange with only
minor variations in coloration.

2. Stone common to the Benton Park Historic District.
3. Scored stucco and sandstone.
4. 4" lap wood siding or vinyl siding which appears as 4" wood siding based on a
Model Example.
Partly complies. 3315 Missouri proposes composite siding with varying
exposures. Side elevations will have brick returns, with the remainder of
the façade sheathed in composite lap siding.
2. For foundations:
Complies. Foundations will be painted concrete.
3. Glazing shall be clear, uncolored glass or based on a Model Example.
Undetermined at present.

CITY OF ST. LOUIS PRESERVATION BOARD COMPATIBLE NEW CONSTRUCTION POLICY
Rules
General
The following components are divided into two categories:
 Required compatibility
These elements must be very closely related to both properties immediately adjacent to the
proposed structure and within the same block as the proposed structure.


Allowed differentiation
At least one element is allowed which is intended to break with the traditional design
pattern on the block, although that element(s) must have a rationale that ensures the
design does not appear to be haphazard or too incongruous with immediately adjacent
properties or those on the block.
These rules do not supersede any regulations in existing or future historic district standards that have been
approved as an ordinance of the City of St. Louis.
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If the approach is to include differentiated design elements, then it is required that there be a
meeting to review the project including the applicant, CRO staff and neighborhood representative:
The applicant has requested review under the Compatible New Construction Standards, as is
allowed under the Preservation Board’s new policy. A meeting was held on September 25,
2019 in the Cultural Resources Office with the applicant, the architect and a representative of
the Benton Park Neighborhood Association to consider the project.

SUMMARY OF CULTURAL RESOURCES OFFICE REVIEW -- COMPATIBLE NEW CONSTRUCTION POLICY:
Required Compatibility
Height: ................................................ Complies.
Massing: .............................................. Does not comply. The projecting mass at the second story
on the highly-visible south façade is a differentiation from
this required element.
Note: The applicant contends that this element is
based upon a vernacular house type called the
St. Louis Ell, where a small bay projects 90 degrees at
the rear from the main block. However, the “ell” in the
historic examples is narrow, has the same number of
stories as the main structure, and generally contains a
secondary entry.
Setback and Block Face: ...................... Complies.
Street-facing Composition: ................. Complies.
Windows & doors: .............................. Complies.
Materials on Street-Visible Facades: .. Complies.
Solar Panels ......................................... Not applicable.
Mechanicals/Utilities: ......................... Not determined at this time.
Ancillary Buildings: .............................. Not applicable.
Site: ..................................................... Partly complies. While the front grade and existing stair will
be retained or replicated, there are other elements
proposed for the open space between the two buildings,
including a garage, parking pad and possible swimming
pool.

ALLOWED DIFFERENTIATION:
Materials: ............................Differentiation. The design partly complies in that the first story of
the front façade is brick, that returns at the side façades. Both of
these elevations will be visible due to the distance between the
proposed building and those adjacent on the north and south. The
south elevation will be exposed completely to street view.
The project deviates in that both north and south facades will be
predominantly sided.
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The “mansard” roof in all Model Examples submitted are sheathed
with slate or other roofing material (with the exception of one
example, which has been altered.
Note: The applicant has revised the original proposal to extend
the brick return on the north façade to equal that on the south.
The applicant also contends that the visibility of the side
elevations is in question because of the considerable change in
grade of the site. Applicant will provide sight-line studies to
support this contention.
Color: ...................................No differentiation.
Fenestration: .......................Applicant has chosen this element as one of the two allowed
differentiations. Windows of the front façade the first story are
similar in size and proportion to that of the Model Example(s) but the
front dormer window is over scaled.
Percent of Solid to Void: .....No differentiation.
Openings: ............................Differentiation. While windows need not replicate historic doublehungs, they must not detract from the historic character of the block.
The projecting center “dormer” window dominates the front elevation
and is not compatible in any way with elements of the historic
streetscape.
Note: the applicant has reduced the size of the windows in the
front dormer to reduce the scale considerably.
Decorative Elements: ..........Applicant has chosen this element as the second of the two allowed
differentiations. The current design lacks the decorative cornice, brick
detailing, window arches and stone sills of the Model Example(s).
SUMMARY:
Based upon the criteria in the Contemporary New Construction Policy, the Cultural Resources
Office recommended the following revisions be made:
1. The front portion of the south elevation is considered under the Benton Park Standards to
be a Semi-Public Façade. The brick return on the south elevation should be increased to at
least the point of the adjacent house, where the side yard decreases to less than 15 feet,
making the remainder of the elevation a Private Façade.
2. The slope of the front “mansard” should be increased and the projection of the dormer
decreased to more correctly follow a typical roof dormer. The window should also be
decreased in size.
3. The second-story projection on the south façade should be enclosed below to more clearly
follow the precedent of an “ell.”
4. Concrete is not an approved material for yard fencing or walls and another material should
be selected.
The applicant has incorporated these four recommendations in their revised
submission. The applicant has also increased the scale of the posts supporting the
projection at the second story, and proposes a small wall to partially enclose the
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façade. The Cultural Resources Office staff recommends a more substantial enclosure
to be more in character with historic precedent.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office’s consideration of the Benton Park Historic District standards for new
construction and the Preservation Board’s Compatible New Construction Policy led to these
preliminary findings.


3315 and 3327 Missouri are located in the Benton Park Local Historic District.



The deck proposed at 3327 Missouri does not comply with the Benton Park Standards,
which do not allow a deck at a Semi-Public Façade.



For the new construction proposed at 3315 Missouri, the applicant has requested review
under the Preservation Board’s Compatible New Construction Policy and all required Steps
under that Policy are completed.



The design of 3315 Missouri complies with most Compatibility requirements of the Policy
with the exception of Massing, in regard to the projection on the south elevation. Due to
the distance between buildings, this façade will be prominently visible from the street and
the Cultural Resources Office staff feels an unenclosed first story will be a disruptive
element.



A stronger vertical break at the termination of the false mansard at each side façade would
heighten the design’s connection with the proposed Model Examples.

Based on the Preliminary findings, the Cultural Resources Office recommends that the
Preservation Board deny the proposed deck at 3327 Missouri, as it does not comply with the
Benton Park Standards.
The Cultural Resources Office also recommends that the Preservation Board grant preliminary
approval to the proposed construction at 3315 Missouri, with the stipulation that the design of the
southern ell be reconsidered and a stronger vertical break be created at the termination of the
mansard at each side façade, and that final drawings, exterior materials and colors should be
reviewed and approved by the Cultural Resources Office.
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SITE PLAN OF BOTH PROPERTIES SHOWING DECK AT 3327 AND NEW CONSTRUCTION AT 3315 MISSOURI
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RENDERING OF 3327 & 3315 MISSOURI LOOKING SOUTHWEST

FRONT

SOUTH FAÇADE OF 3315 MISSOURI SHOWING PROPOSED “ELL”
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RENDERING OF 3327 & 3315 MISSOURI LOOKING SOUTHWEST

RENDERING OF 3327 & 3315 MISSOURI LOOKING NORTH

RENDERING OF 3315 MISSOURI SHOWING “ELL”
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D.
DATE:
ADDRESS:
ITEM:
JURISDICTION:
STAFF:

November October 28, 2019
2864 Lemp Avenue
Appeal of Administrative Denial to construct a 2 two story Two, two-fFamily
bBuilding
Benton Park Local Historic District — Ward 9
Andrea Gagen, Cultural Resources Office

2864 LEMP AVENUE

OWNER:
John F. Cameron
ARCHITECT:
Anthony Duncan
STAFF RECOMMENDATION:
That the Preservation Board overturn the
Administrative Denial of the new construction,
with the stipulation that final details, drawings,
exterior materials and colors for the house, as
well as the design of the garage be reviewed and
approved by the Cultural Resources Office.
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THE PROJECT
The Cultural Resources Office/Preservation Board has jurisdiction over new construction in the
Benton Park Local Historic District. The applicant proposes to construct back-to-back townhouses
on a vacant parcel at 2864 Lemp Avenue.
RELEVANT LEGISLATION:
Excerpt from Ordinance #67175, Benton Park Historic District:
PART III
HISTORIC DISTRICT DESIGN STANDARDS
SECTION THREE. There are two basic concepts inherent in these Standards. They are embodied in
the definitions of Public, Semi‐Public, and Private facades and the requirement for Model
Examples….
2. Making the submission of a Model Example a prerequisite to obtaining approval of plans to
construct or reconstruct building elements or to construct new buildings has two important
advantages. First, it ensures that building elements will be compatible with the building for
which they are to be constructed and that new buildings will be appropriate in their
architectural environment. Second, it enables those seeking such approval to clearly
communicate their plans to the Commission.
Complies. An appropriate Model Example has been selected for the new building that is
similar on scale, height, massing and setback to the proposed design. It will be the same
front façade design as the building at 2861 Lemp, which was approved by the
Preservation Board in 2015.
ARTICLE 1: DEFINITIONS
101.14 Model Example
Comment: Throughout these Standards, a Model Example is often required as a basis for
comparison and as a source of ideas for reconstructed elements and for new construction.
1. A building or element(s) of a single building type or style constructed prior to 75 years ago:
1. Existing or once existing within:
1. the Benton Park Historic District; or
2. The City of St. Louis, provided it is of a form and architectural style currently or
once found within the Benton Park Historic District; and
2. Offered to prove that:
1. A design proposed for constructing or reconstructing a building will result in a
building element compatible with the building for which it is to be constructed; or
2. A design proposed for constructing a new building will result in a building
compatible with its architectural environment; and
3. Of a comparable form, architectural style and use as:
1. The building to receive the constructed or reconstructed element; or
2. The building to be constructed….
The applicant has chosen an appropriate Model Example.
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3. The Model Example concept is not intended to preclude contemporary designs but to assure
that they are compatible with their environment.
Complies.
ARTICLE 3: NEW BUILDINGS
301 Public and Semi-Public Facades of New Construction
The Public and Semi-Public Facades of new construction shall be reviewed based on a
Model Example taking into consideration the following:
301.1 Site
A site plan shall describe the following:
1. Alignment
1. New buildings shall have their Public Facade parallel to the Public Facade of the
adjacent buildings....
Complies. The Public Facade will face Lemp Avenue.
2. Setback
1. New buildings shall have the same setback as adjacent buildings....
Complies. The building will have the same setback as the adjacent buildings.
301.2 Mass
Mass is the visual displacement of space based on the building's height, width and depth.
The mass of a new building shall be comparable to the mass of the adjacent buildings or to
the common overall building mass within the block, and on the same side of the street.
Complies. The massing approximates that of the ME. Although longer than most of
the buildings on the block, the front massing appears comparable to other buildings
on the block.
301.3 Scale
1. Scale is the perceived size of a building relative to adjacent structures and the perceived
size of an element of a building relative to other architectural elements (e.g., the size of
a door relative to a window).
2. A new building shall appear to be the same number of stories as other buildings within
the block. Interior floor lines shall also appear to be at levels similar to those of adjacent
buildings....
Appears to comply. There are a variety of building heights on the block. The applicant
will submit information regarding heights of the adjacent building(s).
301.5 Proportion
Proportion is a system of mathematical ratios which establish a consistent set of visual
relationships between the parts of a building and to the building as a whole. The
proportions of a new building shall be comparable to those of adjacent build buildings. If
there are no buildings on the block, then the proportions shall be comparable to those of
adjacent blocks.
Complies.
301.5 Ratio of Solid to Void
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1. The ratio of solid to void is the percentage of opening to solid wall. Openings include
doors, windows and enclosed porches and vestibules.
2. The total area of windows and doors in the Public Facade of a new building shall be no
less than 25% and no more than 33% of the total area of the facade.
3. The height of a window in the Public Facade shall be between twice and three times the
width.
4. The ratio of solid to void may be based on a Model Example.
Complies.
301.6 Facade Material and Material Color
1. Finish materials shall be one of the following:
1. For walls:
1. Kiln-fired brick (2-1/3" by 8" by 3-5/8")
Comment: Brick within the Benton Park Historic District is typically laid in a running bond
with natural grey, white or red mortar. Typical joints include concave, struck and vgroove. Most brick within the Benton Park Historic District is red or orange with only
minor variations in coloration.

2. Stone common to the Benton Park Historic District.
3. Scored stucco and sandstone.
4. 4" lap wood siding or vinyl siding which appears as 4" wood siding based on a
Model Example.
Complies. The front elevation, north elevation, and a return on the south
side of the building will be brick. The remainder of the building will be vinyl
lap siding of a color to match the brick.
2. For foundations:
1. Stone, new or reused, which matches that used in the Benton Park Historic
District;
2. Cast-in-place concrete with a stone veneer; or
3. Cast-in-place concrete, painted.
Complies. The treatment will match the foundation on new construction
across the street.
2. Finished facade materials shall be their natural color or the color of the natural material
which they replicate or if sandstone, painted. Limestone may be painted.
Complies.
4. Glazing shall be clear, uncolored glass or based on a Model Example.
Complies.
303 Garages and Carports in New Construction
Garages and carports are not regulated except as follows:
1. Garages and carports shall be set within 10' of the alley line.
2. Vehicular access shall only be from the alley.
3. Garage doors shall be parallel to, and face, the alley.
4. Construction requirements per form:
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1. Garages shall be sided with 4" cover siding of wood, vinyl or finished aluminum,
4" beaded tongue and groove siding, brick or brick veneer. Unfinished siding is
prohibited.
2. Based on a Model Example.
5. Garage and carport roofs shall be as set forth in Section 201.
6. The mass and scale of garages and carports shall be appropriate for their use and
shall not visually dominate the main building.
Complies. An approximately 21’ x 20’ gable roof garage-port is proposed,
which will be placed at the alley and directly behind the house.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office’s consideration of the criteria for new residential construction in the
Benton Park Historic District Standards led to these preliminary findings:


The proposed site for construction, 2864 Lemp Avenue, is located in the Benton Park Local
Historic District.



The proposed design for the new building follows an appropriate Model Example.



A two-car garage port is proposed to be sited behind the building.

Based on the Preliminary findings, the Cultural Resources Office recommends that the Preservation
Board overturn the Administrative Denial for the new construction, with the stipulation that final
details, drawings, exterior materials and colors for the house be reviewed and approved by the
Cultural Resources Office.

SITE PLAN (PROPOSED BUILDING IN DARK GRAY)
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2861 LEMP – 2015 NEW CONSTRUCTION – SAME FRONT FACADE
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LEMP ELEVATION

SOUTH SIDE (FACING PARKING LOT) ELEVATION

NORTH ELEVATION

REAR ELEVATION
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PROPOSED BUILDING AND ADJACENT BUILDING

BUILDINGS TO SOUTH OF PROPOSED BUILDING

PARKING LOT AND BUILDINGS TO THE SOUTH OF 2864 LEMP
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E.
DATE:
ADDRESS:
ITEM:
JURISDICTION:
STAFF:

November 28, 2019
4622 Maryland Avenue
Appeal of the Director’s to replace slate roof
Central West End Local Historic District — Ward 28
Andrea Gagen, Preservation Planner, Cultural Resources Office

4622 MARYLAND AVENUE

OWNER:
George M. Knapp & Elizabeth H. Barnes
APPLICANT:
Innovative Construction & Roofing/Dehn
Cass
RECOMMENDATION:
That the Preservation Board uphold the
Director’s denial, as the roofing does not
comply with the Central West End Historic
District Standards.
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THE CURRENT WORK:
The project is in the Central West End Certified Local Historic District where the Cultural Resources
Office/Preservation Board has jurisdiction over exterior alterations to buildings located with the
District. The applicant applied for a Cultural Resources permit to replace roofing on the house and
garage at 4622 Maryland Ave. The applicant proposes to replace historic slate shingles with
architectural shingles, which is not allowed under the Central West End Historic District standards.
The owners have appealed the denial. The applicant acknowledges that the standards require slate
shingles but are claiming an economic hardship.
RELEVANT LEGISLATION:
Excerpt from Ordinance #69423, Central West End Historic District:
7) Roofs
The visible form of the roof, as in its shape and pitch, and the presence or absence of
dormers and other roof elements, shall not be altered. Materials used on historic pitched
roofs and dormers in the historic district are slate, terra cotta mission tile, cooper and terne
metal. Original or existing slate, tile and metal roofs shall be preserved through repair and
maintenance. Original or historic roof material shall not be replaced with another type of
historic material that would change the character of the roof: i.e., replacing historic ceramic
tiles with slate shingles. Photographic evidence shall be provided of the deteriorated
condition of roofing materials to justify replacement. Original or historic roofing material
shall be used wherever the roof is visible. Materials that replicate the original may be used
if the original or historic material is unavailable and the substitute material is approved by
the Cultural Resources Office.
Partially complies. Only a portion of the historic slate roof is visible from the street.
This portion of the roof is required to go back with slate. The applicant originally
proposed to use architectural shingles which do not match the size and shape of the
slate. A later proposal was for GAF Slateline. While the shingles are closer to the size
and shape of the slate, the standards do not allow GAF Slateline to replace the historic
material. The applicant is claiming an economic hardship.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office’s consideration of the Central West End Historic District standards
and the specific criteria for roofing materials led to these preliminary findings.


4622 Maryland Avenue is located in the Central West End Local Certified Local Historic
District.



The proposed replacement of the slate visible portions of the roof does not meet the
historic district standards, as it does not replicate the historic slate being removed.



The roofing on the non-visible portions of the house roof and garage complies with the
historic district standards.
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Based on these preliminary findings, the Cultural Resources Office recommends that the
Preservation Board uphold the Director’s denial of the application as it does not comply with the
Central West End Local Historic District standards.

VIEW OF ROOF LOOKING SOUTHEAST

CLOSE UP OF SLATE ON DORMERS
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F.
DATE:
ADDRESS:
ITEM:
JURISDICTION:
STAFF:

October 28, 2019
4619 McPherson Avenue
Appeal of the Director’s denial to retain front window replaced
without a permit.
Central West End Local Historic District — Ward 28
Bethany Moore, Preservation Planner, Cultural Resources Office

4619 MCPHERSON AVENUE

OWNER:
Ana Ruiz Manzano & Eric A. Galburt
APPLICANT:
Ana Ruiz Manzano & Eric A. Galburt
RECOMMENDATION:
That the Preservation Board uphold the
Director’s Denial as the window on the
primary, street-facing façade does not
comply with the Central West End Local
Historic District Standards.
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THE CURRENT WORK:
The project is in the Central West End Certified Local Historic District where the Cultural Resources
Office/Preservation Board has jurisdiction over exterior alterations to buildings located within the
District. The applicant has applied to retain three windows which were installed without a permit.
The two rear windows comply. The window in the front was double hung and has been replaced with
a single-pane picture window. Staff seeks that the Board deny the window alteration in the front.
RELEVANT LEGISLATION:
Excerpt from Ordinance #56768, Central West End Certified Local Historic District:
Standard Windows in Street-facing Façades
1. Windows in all street-facing façades shall be, in order of preference:
a. Existing windows, repaired and retained.
Does not comply. Existing window removed without a permit.
b. Replacement windows, if existing windows are not historic and/or cannot be repaired
and kept in use. Replacement windows shall duplicate the original, and meet the requirements for
replication of height, width, depth, profile, shape, geometric pattern, and installation. Glass size in
replacement windows shall be the same as that of the original sash.
Does not comply. New window does not duplicate the original double hung window or
have the same glass size as the original sash.
2. Replacement windows shall be wood, clad wood, or a composite material.
The replacement window is a clad wood fixed window.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office’s consideration of the Central West End Local Historic District
standards and the specific criteria for Standard Windows in a Street-facing Facade led to these
preliminary findings.
 4619 McPherson Avenue is located in the Central West End Local Historic District.
 The windows were replaced without an approved permit from the Cultural Resources
Office.
 The replacement windows on the rear façade do meet the Standards.
 The replacement window on the primary street-facing façade does not meet the Standards.
Based on these preliminary findings, the Cultural Resources Office recommends that the
Preservation Board uphold the Director’s denial as the window on the primary, street-facing facade
does not comply with the Central West End Local Historic District Standards.
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4619 MCPHERSON AVENUE IN STREETSCAPE

SIMILAR DOUBLE-HUNG WINDOW ON THE SAME BLOCK
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SIMILAR DOUBLE-HUNG WINDOW ON THE SAME BLOCK
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G.
DATE:
ADDRESS:
ITEM:
JURISDICTION:
STAFF:

October 28, 2019
5257 Lindell Boulevard
Appeal of the Director’s Denial to Replace Partial Slate Roof with DaVinci
Bellaforte Faux Slate Tiles
Central West End Local Historic District — Ward 28
Bethany Moore, Preservation Planner, Cultural Resources Office

5257 LINDELL BOULEVARD

OWNER:
Anthony V. Salvati
APPLICANT:
Justin Lisson, Ferguson Roofing Co.
RECOMMENDATION:
That the Preservation Board uphold the
Director’s Denial as the proposed roofing
material does not comply with the Central
West End Local Historic District Standards.
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THE CURRENT WORK:
The project is in the Central West End Certified Local Historic District where the Cultural Resources
Office/Preservation Board has jurisdiction over exterior alterations to buildings. The applicant has
applied to replace sections of the slate roof with a faux slate material-DaVinci Bellaforte Slate Tiles.
The original roofing material for the building was slate. DaVinci Bellaforte Slate Tiles are not slate but
are made to replicate slate. The portions of the roof that are proposed for replacement are highly
visible from the street due to the roof shape, proximity to the street and large side yard.
RELEVANT LEGISLATION:
Excerpt from Ordinance #56768, Central West End Certified Local Historic District:
7) Roofs
The visible form of the roof, as in its shape and pitch, and the presence or absence of
dormers and other roof elements, shall not be altered. Materials used on historic pitched
roofs and dormers in the historic district are slate, terra cotta mission tile, copper, and terne
metal. Original or existing slate, tile and metal roofs shall be preserved through repair and
maintenance. Original or historic roof material shall not be replaced with another type of
historic material that would change the character of the roof: i.e., replacing historic ceramic
tiles with slate shingles. Photographic evidence shall be provided of the deteriorated
condition of roofing materials to justify replacement. Original or historic roofing material
shall be used wherever the roof is visible. Materials that replicate the original may be used
if the original or historic material is unavailable and the substitute material is approved by
the Cultural Resources Office.
Does not comply. The applicant is proposing to use the DaVinci Slate product on visible portions
of the roof to replace the slate roof. The DaVinci Slate is a plastic product that loosely resembles
true slate in color and texture.
PRELIMINARY FINDINGS AND CONCLUSION:
The Cultural Resources Office’s consideration of the Central West End Local Historic District
standards and the specific criteria for Roofs led to these preliminary findings.
 5257 Lindell Boulevard is located in the Central West End Local Historic District.
 The original and current material of the roof is slate.
 DaVinci Bellaforte Slate Tiles are not slate but are a faux slate product that closely replicates
slate.
 The portions of the roof proposed for replacement are visible from the street.
Based on these preliminary findings, the Cultural Resources Office recommends that the
Preservation Board uphold the Director’s denial as the proposed roof replacement does not comply
with the Central West End Local Historic District Standards for visible roof portions.

44

STREETVIEW OF 5257 LINDELL BOULEVARD

STREETVIEW OF 5257 LINDELL BOULEVARD
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H.
DATE:
ADDRESS:
ITEM:
STAFF:

October 28, 2019
2000 N. Broadway ― Ward: 5
Nomination to the National Register of the Standard Stamping Company Factory
Andrea Gagen, Cultural Resources Office

STANDARD STAMPING COMPANY FACTORY

PREPARER:
Michael R. Allen, Director, Preservation
Research Office
OWNER:
2000 Broadway LLC
RECOMMENDATION:
The Preservation Board should direct the
staff to prepare a report for the State
Historic Preservation Office that the
property meets the requirements of
National Register Criteria A for Industry.
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RELEVANT LEGISLATION:
Section 101(c)(2)(A) of the National Historic Preservation Act of 1996 (amended)
Before a property within the jurisdiction of the certified local government may be considered by
the State to be nominated to the Secretary for inclusion on the National Register, the State Historic
Preservation Officer shall notify the owner, the applicable chief local elected official and the local
historic preservation commission. The commission, after reasonable opportunity for public
comment, shall prepare a report as to whether or not such property, in its opinion, meets the
criteria of the National Register.
PROPERTY SUMMARY:
The Standard Stamping Company Factory, located at 2000 N. Broadway Avenue, was constructed
1887-1920, in four sections. The initial factory building was designed by St. Louis Architect, Gerhard
Becker. At least one of the additions was constructed by builders, Matthias & Kennedy.
The Standard Stamping Company was founded in 1881, by German immigrant, George Weigand. By
the time the Standard Stamping Company Factory building was constructed, it was a rising star in
the production of stamped tin metal ware, soon becoming the second-largest producer in St. Louis.
After the departure of the St. Louis Stamping Company to Granite City, Standard Stamping was left
as the largest producer in St. Louis. Standard Stamping manufactured a wide range of wholesale
stamped metal ware, from cookware to garbage cans. The period of significance runs from the
1887 construction of the factory to the 1935 closing of the company. The associated level of
significance is Local.
The Cultural Resources Offices believes that this property is eligible for listing in the National
Register under Criteria A under Industry.

CORNER OF CHAMBERS AND 2ND ST. – ORIGINAL FACTORY BUILDING
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I.
DATE:
ADDRESS:
ITEM:
STAFF:

October 28, 2019
2423 N. Spring Avenue ― Ward: 4
Nomination to the National Register of United Railways Spring Avenue
Substation/Trouble Station
Bethany L. Moore, Cultural Resources Office

UNITED RAILWAYS SPRING AVENUE SUBSTATION/TROUBLE STATION, 2423 N. SPRING AVENUE

PREPARER:
Andrew B. Weil, Executive Director,
Landmarks Association of St. Louis
OWNER:
Land Reutilization Authority
RECOMMENDATION:
The Preservation Board should direct the
staff to prepare a report for the State
Historic Preservation Office that the
property meets the requirements of
National Register Criteria A for
Transportation.
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RELEVANT LEGISLATION:
Section 101(c)(2)(A) of the National Historic Preservation Act of 1996 (amended)
Before a property within the jurisdiction of the certified local government may be considered by
the State to be nominated to the Secretary for inclusion on the National Register, the State Historic
Preservation Officer shall notify the owner, the applicable chief local elected official and the local
historic preservation commission. The commission, after reasonable opportunity for public
comment, shall prepare a report as to whether or not such property, in its opinion, meets the
criteria of the National Register.
PROPERTY SUMMARY:
The United Railways Spring Avenue Substation/Trouble Station, located at 2423 N. Spring Avenue,
was constructed 1908 in the Beaux Arts style. It is a red brick building with terra cotta
ornamentation.
The United Railways Spring Avenue Substation/Trouble Station was built in two interconnected
sections to serve two purposes. The front three story portion of the building facing N. Spring
Avenue was built as the city’s only “trouble station that housed emergency response and repair
equipment in a first floor garage, above which were two floors of barracks for station workers.” The
larger ell at the rear was built “as an electrical substation and was designed to house a collection of
specialized equipment and functions.”1 The period of significance for the building is 1908-1952
during which it was used to help operate the electrical streetcar system in the city.
By 1906 United Railways had amassed a city-wide public transit system by acquiring all 66 of the
previously operating companies and streamlining the routes and timetables. The building at 2423
N. Spring was one of eight multi-purpose facilities the company built throughout the city to help
with the operations of such a large transit system. Due to the prevalence of this transit system, on
average the city had seven miles of streetcar line per one square city mile by 1926, large portions
of the expanding city and surrounding suburbs were built around these lines. This made the
electrical streetcar system a major influence on the development of St. Louis neighborhoods and
business districts.
The Cultural Resources Offices concurs that this property is eligible for listing in the National
Register under Criteria A for its contribution to the broad patterns of our history under
Transportation.

1

Weil, Andrew B. "United Railways Spring Avenue Substation/Trouble Station." Draft National Register of Historic
Places Inventory/Nomination Form. Landmarks Association of St. Louis, St. Louis, August 2, 2019.
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