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A-2

EXISTING CHIMNEY

NEW 1-1/2" DIAM
RAILING - SEE
SPECIFICATIONS
SECTION 0502

DORMERS AT
UNDERCARRIAGE

DORMERS AT
UNDERCARRIAGE

2ND
FLOOR

REST
ROOM

DN

1

2

3

4

5

1

2

3

4

5

X

X

X

X

X

X

X

X

X

X

X
X

100

X

X

X

X

X

B

D

EXISTING HANDRAIL TO
BE SECURED

KITCHEN

WAITING
AREA

SUPPLY
CLOSET

UP

NOTE:
EXISTING KITCHEN
EQUIPMENT TO BE
PROTECTED DURING
CONSTRUCTION - SEE
SPECIFICATION
SECTION 0103.

DN

TEMPORARY
SECURITY FENCE

AT SITE
PERIMETER

DR. MARTIN LUTHER KING DRIVE

H
O
D
IA

M
O
N
T 

A
V
E

WELLSTON
STATION

6111
DR. MARTIN

LUTHER DRIVE

NOTE:
SITE PLAN NOT BASED ON SURVEY. FENCE LOCATION IS TO BE APPROXIMATE,
SUBJECT TO VERIFICATION BY STAKE OUT.

SEE SPECIFICATION
SECTION 0104 FOR
TEMPORARY FACILITIES
TO BE LOCATED WITHIN
SECURE FENCE LIMITS.

THERE IS NO WORK
SPECIFIED IN THE

BASEMENT.

A

B

C

D

X

100

X

WINDOW SCHEDULE:
 

 EXISTING PIVOT WINDOW   BASE BID - SEE SPECIFICATIONS FOR SCOPE OF REPAIR
 
 EXISTING DOUBLE-HUNG WINDOW  ALTERNATE 1 - SEE SPECIFICATION FOR SCOPE OF REPAIR

 EXISTING DOUBLE-HUNG WINDOW  BASE BID - SEE SPECIFICATIONS FOR SCOPE OF REPAIR

 EXISTING MISC. FIXED GLAZING  BASE BID - SEE SPECIFICATIONS FOR SCOPE OF REPAIR

 EXISTING WINDOW - NOT IN SCOPE  NO ACTION

WINDOW TYPE    SCOPE OF WORK

DOOR SCHEDULE:
 

 NEW HOLLOW METAL DOOR & FRAME  BASE BID - SEE SPECIFICATIONS

 EXISTING DOOR - NOT IN SCOPE  NO ACTION

DOOR TYPE     SCOPE OF WORK

N N

N

N

SCALE: 3/16" =    1'-0"4 2ND FLOOR PLAN
SCALE: 3/16" =    1'-0"3 1ST FLOOR PLAN

SCALE: 1"   = 40'2 SITE PLAN
SCALE: 1/8"   =    1'-0"1 BASEMENT

SI
TE

 P
LA

N
 / 

FL
O

O
R

 P
LA

N
S 

/ N
O

TE
S

A-1

CODE INFORMATION:
SCOPE: EXTERIOR STABILIZATION OF STRUCTURE
       NO INTERIOR SCOPE OF WORK

2009 INTERNATIONAL EXISTING BUILDING CODE
USE GROUP: A-2
 TAKE-AWAY RESTRAUNT
CONSTRUCTION TYPE: V-A
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MAY 5, 2015

1

2

3

4

5

1

2

3

4

5

TYP.: FLASH ALL
SIDES EXISTING CHIMNEY

TYP.: FLASH ALL
SIDES EXISTING VENT

TYP.: 2 LAYERS 30#
BUILDING FELT
UNDERLAYMENT:
EXTEND 2'-0" BEYOND
BUILDING ENVELOPE

TYP.: 3-1/2" DIAM.
DOWNSPOUT- RETURN
TO  COLUMN & EXIST.
BOOT

 TYP.: 6" BOX STYLE
GUTTER & RELATED
DRIP EDGE

3-1/2" DIAM.
DOWNSPOUT- RETURN
TO  COLUMN & EXIST.
BOOT

TYP.: FLASHING AT
ROOF;ROOF & ROOF
TO BASE OF DORMERS

TYP.: COMPOSITION
SHINGLE AT DORMER
ROOF & FACE

D.S. D.S.

D.S. D.S.

D.S. D.S.

D.S.D.S.

D.S.D.S.

D.S.D.S.

COMPOSITION
SHINGLES

COMPOSITION
SHINGLES

R 1
35 SQFT

R 1
20 SQFT

R 1
150SQFT R 1

35 SQFT

R 1
30 SQFT

R 1
25 SQFT

R 1
40 SQFT

R 1
10 SQFT

R 1
30 SQFT

R 1
20 SQFT

R 1
20 SQFT

R 1
150SQFT

1

2

3

4

5

1

2

3

4

5

R 2

R 2

R 2

R 2

R 2

R 2

R 3

R 4

R 4

R 4

R 4

R 4

R 5

R 5

R 3

R 5
R 6

R 6

R 6

R 6

R 1
15 SQFT

D.S. D.S.

D.S. D.S.

D.S. D.S.

D.S.D.S.

D.S.D.S.

D.S.D.S.

R 1

R 2

R 3

R 4

R 5

R 6

EXTERIOR REFLECTED CEILING PLAN NOTES:
 
 SECURE AREAS OF LOOSE BEADBOARD UNDER CARRIAGE.  DAMAGED OR ROTTEN AREAS OF
 BEADBOARD AND RELATED SHEATHING ARE TO BE REPLACED. PRIME AND PAINT ALL FINISH SURFACES.

 NEW DOWNSPOUT TO RETURN TO EXISTING BOOT AT GRADE.

 SECURE EXISTING WOOD BRACKET. BRACKET TO ALIGN FLUSH AND TRUE WITH SURROUNDING ELEMENTS.

 REPLACE OR REPAIR MISSING / DAMAGED BRACKET. PRIME AND PAINT. SEE BRACKET DETAILS
 ON SHEET A-3.

 EXISTING RIDGE BOARD TO BE REPLACED AT DORMER.

 EXISTING 2X JOIST HANGERS TO BE SECURED AND ROTTEN OR MISSING JOISTS ARE TO BE REPLACED.
 JOIST TO BE PRIMED AND PAINTED TO MATCH BEAMS STRUCTURE.

4
'-2

1/
2"
+/
-

3'-63/4"+/-

3"
4
"

2'
-4

1/
2"

5
"

4
1/
2"

5
1/
2"

41/2" 41/2" 1'-4" 7" 103/4"

2'-8"+/- 

3'
-9

"+
/-
 

7"
6
"

1'-
10

1/
2"

5
"

4
1/
2"

41/2" 41/2" 1'-4" 41/2" 21/2"

OPEN OPEN

BRACKET UNDER 2ND FLOOR
OVERHANG BRACKET AT COLUMNS

BRACKET NOTES:
1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS. BRACKETS VARY IN SIZE
 DEPENDING ON LOCATION.

2. ALL BRACKETS AT DORMERS, EAVES, OVERHANGS AND COLUMNS ARE TO BE
 RETAINED AND REPLICATED WHERE MISSING OR MISSING ELELMENTS.  SEE
 SPECIFICATION SECTION 0603 - FINISH CARPENTRY AND SECTION 0902 FOR
 FURTHER REQUIREMENTS.

5
"

6"

NEW 3/4" CDX PLYWOOD
SHEATHING

METAL BOX STYLE GUTTER - SEE
SPECIFICATION SECTION 0720

METAL DRIP

NEW 5/4 x EXISTING DEPTH
GUTTER BOARD - PAINT TO

MATCH EXISTING

EXISTING JOISTS

EXISTING BEADBOARD
UNDERCARRIAGE - REPLACE PER

SCOPE NOTED ON SHEET A-1

2 LAYERS -30# FELT EXTENDS
UP SLOPE AND 2'-0" INSIDE

BUILDING ENVELOPE

EXISTING 2X SLEEPERS/ AIR
GAP TO REMAIN - ROTTEN

MEMBERS TO BE REPLACED

COMPOSITION SHINGLE - SEE
SPECIFICATIONS

FASCIA AT EAVE END

12

7

EXISTING BAND
BOARD  - PRIME &

PAINT

CHAMFERED EDGE
RAISED PANEL - PRIME

& PAINT

1 X 6 PANEL TRIM
PRIME AND PAINT

EXISTING DOUBLE-
HUNG WINDOW -
PRIME & PAINT

1 X 6 PANEL TRIM
PRIME AND PAINT

EXISTING PLASTER
SOFFIT - PATCH

AND REPAIR AS
REQUIRED, PRIME &

PAINT

N N

SCALE: 3/16" =    1'-0"5 ROOF PLAN
SCALE: 3/16" =    1'-0"4 EXTERIOR REFLECTED CEILING PLAN

SCALE: 1"       =    1'-0"2 BRACKET PROFILES
SCALE: 3/4"   =    1'-0"1 DETAIL - TYPICAL EAVE AT GUTTER

SCALE: 1 1/2"=    1'-0"3 DETAIL - BASE PANEL AT BAY
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EX 1

EX 2

EX 3

EX 4

EX 5

EX 6

EX 7

EX 8

EX 9

EX 10

EX 11

EX 12

EX 13

EX 14

EX 15

EX 16

EX 1EX 1

EX 3
4 SQFT

EX 3
4 SQFT

EX 12

EX 3
4 SQFT

EX 3
8 SQFT

EX 4
2 SQFT

EX 7

EX 7

EX 7

EX 7

EX 7

EX 7

EX 5

EX 7

EX 7

EX 5

EX 5

EX 5

EX 7 EX 7

EX 7

EX 5

EX 7

EX 7

EX 7EX 7

EX 3
2 SQFT

EX 5

EX 17

EX 17

EX 5

EX 7 EX 7 EX 7 EX 7

EX 7

EX 5 EX 5

EX 5

EX 3
2 SQFT

EX 3
2 SQFT

EX 3
4 SQFT

EX 3
2 SQFT

EX 3
2 SQFT

EX 7

EX 10

EX 10

EX 5 EX 3
8 SQFT

EX 3
10% O.A.

EX 4
12 SQFT

EX 2
100%

EX 2
100%

EX 2
100%

S 4

EX 3
5% O.A.

EX 3
8 SQFT

EX 7

EX 7
EX 7

EX 5

EX 5

EX 5

EX 8

EX 8
EX 6

EX 5

EX 10 EX 10

EX 10 EX 10
EX 10EX 10 EX 10

EX 10 EX 10

EX 10 EX 10

EX 10 EX 10

EX 2
100%

EX 2
100%

EX 2
100%

A A A A

A A A A

C C C

C

C

C

X

X X

X X

EX 10

3
A-2

EX 16 EX 16

EX 16 EX 16

D

D

EX 2
100%

EX 10

EX 17

100

EX 18

EX 15

EX 14

EX 15

EX 14

X

EXTERIOR WORK NOTES:

 SPOT REPOINTING TO BE DONE WITHIN THE SHADED AREA. MORTAR COMPOSITION AND COLOR TO MATCH
 EXISTING. JOINTS TO BE RAKED USING LEAST INTRUSIVE METHOD.

 MASONRY TO BE REPOINTED. PERCENTAGE OF REPOINTING SHOWN ON DRAWING AND WITHIN SHADED AREA.
 EXISTING MORTAR JOINTS ARE TO BE RAKED USING LEAST INTRUSIVE METHOD AND NEW MORTAR IS TO
 MATCH IN COMPOSITION AND COLOR. REPLACE MISSING & UNSECURE BRICKS WITH MATCHING MASONRY.

 AREA OF SLATE SIDING TO BE REPLACED. SQFT QUANTITY NOTED ON DRAWING. SLATE TO MATCH
 REMAINING FEILD IN BOTH COLOR AND SIZE.

 AREA OF DAMAGED PLASTER TO BE REPARED. PLASTER REPAIR TO BE PRIMED AND PAINTED TO MATCH
 SURROUNDING FIELD. SQFT QUANTITY NOTED ON DRAWING.

 REPLACE DAMAGED ARE OF WOOD TRIM, FASCIA AND MILLWORK.  ALL TRIM PROFILES ARE TO MATCH
 EXISTING WHERE BEING REPLICATED. ALL WOOD TO BE PRIMED AND PAINTED.

 SECURE EXISTING WOOD BRACKET. BRACKET TO ALIGN FLUSH AND TRUE WITH SURROUNDING ELEMENTS.

 REPLACE OR REPAIR MISSING / DAMAGED BRACKET. PRIME AND PAINT. SEE BRACKET DETAILS
 ON SHEET A-2.

 SECURE AREAS OF LOOSE BEADBOARD SHEATHING.  DAMAGED OR ROTTEN AREAS OF BEADBOARD
 ARE TO BE REPLACED. PRIME AND PAINT ALL FINISH SURFACES.

EXTERIOR GENERAL WORK NOTES:
1. SCRAPE, PRIME & PAINT ALL EXISTING PAINTED SURFACES ABOVE THE FIRST FLOOR INCLUDING ALL
 BEAD BOARD, BEAMS, TRUSSES, COLUMNS, FASCIA & BRACKETS. SEE WINDOW SCHEDULE FOR PAINTING SCOPE.

GENERAL STRUCTURAL WORK NOTES:

1. EXISTING TEMPORARY SUPPORTS ARE TO REMAIN IN PLACE UNTIL MATERIALS SURROUNDING SUPPORTS ARE
 ASSESSED IN DETAIL AND SCOPE IS DEFINED BY PROJECT MANAGER.  ADDITIONAL TEMPORARY SUPPORTS
 TO BE INSTALLED AS REQUIRED TO ACHIEVE PROPER REVIEW OF TRUSSES.

2. DETAILED STRUCTURAL NOTES ARE TO BE FOUND IN PROJECT SPECIFICATIONS AND ARE AS NOTED IN CROSS
 SECTIONS ON SHEET A-4.

 

  

 AREA OF DAMAGED SHEATHING/UNDERLAYMENT TO BE REPLACED. QUANTITY OF SHEATHING TO BE
 REPLACED IS NOTED ON DRAWINGS.

 EXISTING SLATE ROOF TO BE REPLACED. NEW COMPOSITION SHINGLES TO BE INSTALLED.

 AREA OF STUCCO TO BE CLEANED USING LOW-PRESSURE WATER CLEANING TO REMOVE DEBRIS/ORGANIC
 GROWTH. STUCCO TO BE PRIMED AND PAINTED.

 EXISTING PLYWOOD PANEL TO BE REMOVED. NEW SHEATHING AND PANELED MILLWORK TO BE INSTALLED
 PER DETAIL ON SHEET A-2.

 EXISTING PLASTER DAMAGE TO BE REPAIRED, PATCHED, PRIMED AND PAINTED.

 EXISTING 1 X WD COLUMN WRAP MAY BE SALVAGED FOR REUSE. aLL REUSED TRIM IS TO BE SCRAPED,
 PRIMED AND PAINTED. COLUMN WRAP TO BE REPLACED WHERE MISING OR DAMAGED.  NEW CORNER MOLD TO
 BE INSTALLED. SEE PROFILE ON SHEET A-4.
  
 EXISTING 1 X MEMBER AT COLUMN TO BE REPLACED ( WHERE BOARD HAS BEEN CUT OR BASE IS
 ROTTEN). NEW 1 X BOARD TO BE TREATED AT END FACEING GRADE. ALL FINISH SIDES TO BE PRIMED AND
 PAINTED.

 EXISTING VENT TO BE RETAINED. SEE SPECIFICATION SECTION 0801 FOR VENTING DETAILS.

 EXISTING GUTTER SYSTEM TO BE REMOVED. SEE NEW EAVE AND GUTTER DETAIL ON SHEET A-2.

 EXISTING KITCHEN EXHAUST TO REMAIN.

SOUTH ELEVATION EAST ELEVATION

NORTH ELEVATION WEST ELEVATION

MISSING MISSING MISSING

WELLSTON LOOP

MISSING MISSING MISSING MISSING

TYP TYP TYP

TYP TYP
TYP

TYP

TYP TYP

TYP TYP

TYP TYP

TYP TYP

ALL
SIDES

ALL
SIDES

ALL
SIDES

TYP

ALL
SIDES

TYP

NOTE:
SEE SHEET A-4 FOR
FIRST FLOOR AND
BUILDING ENVELOPE
ELEVATION NOTES.

NOTE:
SEE SHEET A-4 FOR
FIRST FLOOR AND
BUILDING ENVELOPE
ELEVATION NOTES.

TYP

TYP

TYP

TYP
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EX 1

EX 13
EX 2
100%

EX 2
100%

EX 2
100%

EX 1

EX 11

EX 11

EX 13 EX 13

EX 11

EX 11

EX 1

EX 2
100%

EX 2
100%

EX 2
100%

S 4

S 4

EX 1

EX 1

EX 11
B B B B

B B B B B

C

C

X X X X

XX
XX

X X
X

XX

X

X

X X

X X

B

EX 18

X

X
X

EAST ELEVATION

WEST ELEVATION

S 2

S 1

S 3

S 4

S 4

S 2

S 3

S 5

S 3

EX 7EX 7 EX 6

S 4
S 3

EX 7

S 5

EX 15EX 15EX 15EX 15

EX 15 EX 15 EX 15

EX 15

S 1

EX 14EX 14EX 14

EX 14 EX 14 EX 14 EX 14

EX 14
EX 14

EX 15

S 4

S 3

EX 7

S 5

S 5 S 5

S 5

S 3 S 4
S 3

EX 7

S 4

EX 15

CROSS SECTION: STRUCURE LINE 1 CROSS SECTION: STRUCURE LINE 2

CROSS SECTION: STRUCURE LINE 3 CROSS SECTION: STRUCURE LINE 4

CROSS SECTION: STRUCURE LINE 5

STRUCTURAL WORK NOTES:

 EXISING COLUMN TO BE STRAIGHTENED. SEE DETAIL 1 ON SHEET A-4 AND SPECIFICATIONS SECTION 0501
 STRUCTURAL STEEL.  NEW COLUMN WRAP PER DETAL 2/A-4 TO BE INSTALLED AT COLUMN.
 
 EXISTING TEMPORARY COLUM BRACING TO REMAIN UNTIL EXISTING CONDITIONS ARE ASSESSED. INSTALL
 ADDITIONAL TEMPORARY SUPPORT AS REQUIRED.

 ROTTEN, DETERIORATED WOOD AT TRUSS END TO BE REMOVED. FURTHER ANALYSIS TO BE MADE
 BEFORE REPAIRS ARE COMPLETED. CONTACT PROJECT MANAGER WHEN CONDITION IS READY TO BE
 ASSESSED.

 EXISTING AND OR MISSING 2X MEMBERS SECURED WITH JOIST HANGERS ARE TO BE REPLACED. ALL 2 X
 MATERIAL TO BE PRIMED AND PAINTED TO MATCH ROOF STRUCTURE.

 SCOPE OF WORK ON INTERIOR PORTIONS OF TRUSS STRUCTURE, IN CEILING ABOVE 2ND FLOOR, TO BE
 DETERMINED AFTER REMOVAL OF ROOF SHEATHING AND EXPOSURE OF EXISTING CONDITIONS.

NOTES:

COLOUMN AND BRACKET NOTES ON THE ABOVE DRAWINGS CAN BE FOUND ON SHEET A-3.

NOTES RELATING TO EXTERIOR FINISHES AND REPAIRS CAN BE FOUND ON EXTERIOR ELEVATIONS, SHEET A-3.

EXISTING CONC. COLUMN BASE

EXISTING PIPE COLUMN - PRIME

PRESSURE TREATED WOOD BLOCKING
- AS REQUIRED

PRESSURE TREATED 1 X 8 PRIME ALL
CUT EDGES, PAINT FINISH SIDE

CHAMFERED CORNER MOLD PRIME &
PAINT

4
" 
M
IN

CONTINUOUS WELD AT TOP OF SLEEVE
PERIMETER

CONTINUOUS WELD AT BOTTOM OF SLEEVE
PERIMETER

EXISTING 3-1/2" DIAM STEEL COLUMN W/ WELDED
PIN BASE

NEW 4" O.D. PIPE CUT IN HALF & REASSEMBLED
AROUND EXISTING COLUMN- CONTINUOUS WELD
AT VERTICAL JOINT( BOTH SIDES)

EXISTING BASE PLATE

NOTE:
SLEEVE TO BE INSTALLED AFTER COLUMN
HAS BEEN RE-ALIGNED. SEE SPECIFICATION
SECTION 0501 FOR FURTHER DETAILS.

SCALE: 3/16" =    1'-0"3 EXTERIOR ELEVATIONS - UNDER EAVES
SCALE: 1/8"   =    1'-0"4 STRUCTURAL

SCALE: 3"       =    1'-0"2 DETAIL - TYP. COLUMN WRAP
SCALE: 3"       =    1'-0"1 DTL-BASE REINFORCEMENT AT COLUMN #E4
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